
Property Value Unit

Appearance (Visual inspection) Black –

Chemistry Epoxy -

Viscosity at 25 °C (Brookfield DV) 42000 cps 

Thixotropic index 3.1 -

Work life @25°C 72 hours

LINQBOND LB-DM801 is a high-performance, one-component epoxy adhesive specifically designed to work in 
conjunction with LB-FL501 as a dam material for semiconductor packaging. Together, these products provide a 
comprehensive solution for encapsulating and protecting electronic components.

With its low thermal expansion coefficient (CTE1: 20 ppm/°C, CTE2: 60 ppm/°C), LB-DM801 effectively prevents 
fill materials from spreading, ensuring precise control of encapsulant placement. Its thixotropic nature (TI: 3.1) 
and viscosity of 41800 cps at 25°C provide excellent sag resistance and dimensional stability, even on vertical 
surfaces.

Cure Schedule

● 40 minutes @ 150°C
● 20 minutes @ 160°C

Dam Encapsulant for DnF applications
● Dam Encapsulant
● Low CTE a1
● Highly Thixotropic
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LINQBOND LB-DM801

Uncured properties

Property Value Unit

Coefficient of Thermal Expansion α1 20 ppm/°C

Coefficient of Thermal Expansion α2 60 ppm/°C

Glass Transition Temperature 139 °C

Chloride (Cl-) 5 ppm

Sodium (Na+) 5 ppm

Cured properties
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Storage and Handling

Store and transport in a -40°C freezer. Keep away from fire and heat sources. It is strictly forbidden to store in 
outdoor environments.

Shelf life at -40 °C 365 days

Curing Conditions:

● 40 minutes @ 150°C
● 20 minutes @ 160°C

These conditions serve as a reference only. Please establish the curing conditions based on the product's 
specific requirements.

Precautions:

1. This product needs to be stored at a freezer.
2. When the material is take out from refrigeration, thaw it first prior to use. Keep in an airtight container 

at room temperature. After thawing for at least 2 to 4 hours, open and then use.
3. The adhesive cannot be refrozen once exposed to room temperature.
4. Maintain a clean and ventilated workplace, using extraction trunks when necessary.
5. Wear appropriate protective equipment and minimize direct contact with the human body. Refer to the 

Material Safety Data Sheet (SDS) before use.

Please note that the provided information is based on available data and typical conditions. For specific 
applications and detailed test results, refer to the actual test data and conduct appropriate certifications.


