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SECTION 1.   CHEMICAL PRODUCT AND COMPANY IDENTIFICATION 
 
Trade Name Chemlinq MRE-S101 
Applications: Silicone Mold Release Spray 
Advised Against No further relevant information is available 
Supplier Name Caplinq Europe BV 
 

CAPLINQ Europe BV 
Industrieweg 15E 
1566 JN Assendelft 
The Netherlands 
+31 20 893 2224 

CAPLINQ Corporation   
80 Sirocco Crescent 
Ottawa, ON K2S 2C9 
Canada 
+1 (613) 416 8426    

CAPLINQ Americas 
36972 Schoolcraft Rd 
Livonia, MI 48150 
United States of America 
 +1 (618) 416 9739 

CAPLINQ Malaysia 
S-08-07 Setia Triangle 
Penang, BL 11900 
Malaysia 
+60 (15) 460 00453 

 

SECTION 2.   HAZARDS IDENTIFICATION 
 
PROPOSED CLASSIFICATION: 
 
Classification and Labeling according to Regulation (EC) No 1272/2008  
Pressurized Gas 
Flammable Gas​​ ​ Category 1 
 
Classification according to standards and regulations of non-EU countries 
Flammable gases​ ​ Category 1A     
Gases under pressure​ ​ Compressed gas, Liquefied gas, Dissolved gas 
Aspiration​ ​ ​ Category 1                   ​  
 
HAZARD IDENTIFICATION: 
 
HAZARD PICTOGRAMS: 

  
 
SIGNAL WORD: Danger 
 
HAZARD STATEMENT:  
H220​ ​ ​ ​ Extremely Flammable 
H280​ ​ ​ ​ Contains gas under pressure; may explode if heated 
H304​ ​ ​ ​ May be fatal if swallowed and enters airways 
 
PREVENTION PRECAUTIONARY STATEMENTS 
P203​ ​ ​ ​ Obtain, read and follow all safety instructions before use.​​ ​ ​  
P210​ Keep away from heat, hot surface, sparks, open flames and other ignition sources. 

No smoking. 
P222 ​ ​ ​ ​ Do not allow contact with air. 
P280 ​ Wear protective gloves/protective clothing/eye protection/face protection/hearing 

protection  
 

RESPONSE PRECAUTIONARY STATEMENTS 
P377​ Leaking gas fire: Do not extinguish, unless leak can be stopped safely. 
P381​ In case of leakage, eliminate all ignition sources. 
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P301+P316​ IF SWALLOWED: Get emergency medical help immediately. 
P331​ Do NOT induce vomiting. 
 

STORAGE PRECAUTIONARY STATEMENTS 
P403​ Store in a well-ventilated place. 
P405​ Store locked up. 
P410+P403​ Protect from sunlight. Store in a well-ventilated place. 
 

DISPOSAL PRECAUTIONARY STATEMENTS 
P501​ Dispose of contents/container according to local regulations 

 

SECTION 3.   INGREDIENT COMPOSITION 
 

No. Components CAS Reg. No. Proportion (%) 

1 Butane 106-97-8 50 - <60% 

2 Propane 74-98-6 20 - <30% 

 
 
 

SECTION 4.   FIRST AID MEASURES 
 
EYE CONTACT:  
●​ Immediately flush with plenty of water for at least 15 min while holding eyelids apart. 
●​ Get medical attention. 
 
SKIN CONTACT:  
●​ Remove contaminated clothing, including underwear and shoes, immediately. 
●​ Immediately flush with plenty of soap and water for at least 15 min. 
 
INHALATION:  
●​ Move victim to fresh air.  
●​ Administer oxygen if breathing is difficult.  
●​ Get medical attention. 
 
INGESTION:  
●​ Do not administer anything orally if the patient is on the verge of losing consciousness, already unconscious, or 

experiencing convulsions. 
●​ Do not induce vomiting.  
●​ Get medical attention immediately. 
 
 

SECTION 5.    FIRE FIGHTING MEASURES 
 
FIRE 
●​ The flammability characteristic of Linqsil is reported as “highly flammable”., 
●​ Linqsil is packed in a pressurized container and has risks to catch flame at temperatures higher than 50℃ in air 

or stored in direct sunlight. 
 
EXTINGUISHING MEDIA​​ ​ ​  
●​ Powder, foam,and  carbon dioxide. Sand and soil are suitable for small fires. 
●​ For safety reasons unsuitable extinguishing agents: Water with full jet 
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EXPOSURE HAZARDS 
●​ Formation of combustion products/gasses is possible during heating or in case of fire.  
●​ In case of fire, the following can be released: Carbon monoxide (CO) 
 
 
 

SECTION 6.   ACCIDENTAL RELEASE MEASURES 
 
PERSONAL PRECAUTION 
●​ Wear full protective equipment. Keep unprotected persons away. 
ENVIRONMENTAL PRECAUTION 
●​ Do not allow it to enter the subsoil/soil. If this occurs, inform the appropriate authority. 
METHODS OF CLEANING 
●​ Dispose of the material collected according to regulations. 
 

 

SECTION 7.   HANDLING AND STORAGE 
 
HANDLING 
●​ Ensure good ventilation/exhaustion at the workplace. 
●​ Open and handle the receptacle with care. 

 
STORAGE 
●​  Should be kept in a cool (10°C – 30°C) dry place (40% – 75% humidity) away from direct sunlight or extreme 

temperature . 
●​  Keep away from heat, sparks and open flames. 

 
SECTION 8.   EXPOSURE CONTROLS AND PERSONAL PROTECTION 

 
Technical Protective Measures: Ingredients with limit values that require monitoring at the workplace:  
​ 106-97-8​ butane ​​ value: 2400 mg/m³, 1000 ml/ m³, cat 4> 

74-98-6 ​ propane ​ value: 1800 mg/m³, 1000 ml/ m³, cat 4> 
 
Respiratory Protection: Use suitable respiratory protective devices in case of insufficient ventilation. 
 ​ ​ ​ Filter AX/P2 
 
Hand Protection: Solvent resistant gloves 
Eye Protection: Tightly sealed goggles 
Skin Protection: Use a protective suit. 
 

SECTION 9.   PHYSICAL AND CHEMICAL PROPERTIES  
 
Physical State: Aerosol 

pH: Not determined 

Melting Point: < 20 ℃ 

Boiling Point: < 20 ℃ 

Flash Point: < -20 ℃ 

Flammability (solid, gaseous): Not applicable 

Ignition temperature: 235 ℃ 

Decomposition temperature: Not determined 

Self Igniting: The product is not self-igniting.  
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Explosion: Product is not explosive. However, formation of explosive 

air/vapor mixtures are possible. 

Explosion limits:​
Lower​
Upper 

​
1.5 Vol%​
10.5 Vol% 

Vapor pressure at 20 ℃: 3.5 bar 

Vapor pressure at 50 ℃: 7.8 bar 

Density at 20 ℃: 0.6 g/cm3 

Relative Density: Not determined 

Vapor density: Not determined 

Evaporation rate: Not applicable 

Solubility in / Miscibility with water:  Not miscible or difficult to mix. 

Partition coefficient (n-octanol/water):  Not determined. 

  

  

SECTION 10.    STABILITY & REACTIVITY  

 
Chemical Stability: Material is stable   
Conditions To Avoid: Open flame, heat spark and any other sources of ignition 
Materials to avoid: None reasonably expected 
Decomposition Products: No decomposition if used according to specifications. 
Hazardous Polymerization: Will not occur 
 

SECTION 11.    TOXICOLOGICAL INFORMATION  
 

Acute Dermal: ​ ​ No data available 
Acute Inhalation :​ ​ No data available 
Sensitization: ​ ​ No data available 
Eye Irritation: ​ ​ No data available 
Mutagenicity: ​ ​ No data available  

 

SECTION 12.    ECOLOGICAL INFORMATION 

 
Mobility: ​ ​ ​ No data available ​ ​  
Bioaccumulation:​ ​ No data available  
Biodegradability: ​ ​ Easily biodegradable  
Aquatic Toxicity:​ ​ No data available  
Environmental Toxicity:​​ No data available  
 
 

SECTION 13.    DISPOSAL CONSIDERATIONS 
 
Must not be disposed of together with household garbage. Do not allow products to reach the sewage system. 
Disposal of waste needs to be carried out at the city, state, or federally permitted disposal facility. Handle in 
accordance with applicable regulations and/or local authorities.  
 
 

SECTION 14.    TRANSPORT INFORMATION  
UN Number​ ​ ​ ​ ​ ADR, IMDG, IATA: UN 1950 
UN Proper Shipping Name: 
​ ADR​ ​ ​ ​ ​ 1950 Aerosols 
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​ IMDG​ ​ ​ ​ ​ Aerosols 
​ IATA​ ​ ​ ​ ​ Aerosols, Flammable 
Transport hazard class(es) 
​ ADR​ ​ ​ ​ ​ Class: 2 5F Gasses​ Label: 2.1​
​ IMDG & IATA​ ​ ​ ​ Class: 2.1​ ​ Label: 2.1 
Packing group​ ​ ​ ​ ​ ADR, IMDG, IATA 
Environmental hazards: ​ ​ ​ ADR: No  
 ​ ​ ​ ​ ​ ​ IMDG/ADN: No 

IATA: No 
Special Precautions:​ ​ ​ ​ Warning: Gasses 
​ EMS Number:​ ​ ​ ​ F-D, S-U 
Additional Information: 
​ ADR​ ​ ​ ​ Limited quantity: 1L​ Transport category: 2​ Tunnel Restriction Code: D 
​ UN Model Regulation​ ​ UN1950. AEROSOLS, 2.1 
 
 
 
SECTION 15.   REGULATORY INFORMATION 

 
Safety, health and environmental regulations/legislation specific for the substance or mixture 
 
REGULATION (EC) No 1907/2006 
Directive 67/548/EEC 
Directive 1999/45/EC  
 

Hazard Symbols: F+ (Extremely Flammable) 
Risk Phrases: 
R12: Extremely flammable. 
Safety Phrases: 
S16: Keep away from sources of ignition – No smoking. 
S23: Do not breathe gas/aerosol. 
S35: Waste and containers must be disposed of safely. 
S51: Use only in well-ventilated areas. 
 

According to the European Directive 75/324/EEC, this product is a Highly Flammable Aerosol. 
 
This substance is classified as a P2 substance under the Seveso Directive (2012/18/EU), indicating a significant 
risk of environmental impact due to its hazardous properties. Operators must notify local authorities of any 
significant risks associated with this substance as per Article 7 of the Seveso Directive. Compliance with the 
provisions of the Seveso Directive and any applicable national laws is mandatory. Failure to comply may result in 
penalties or enforcement actions. 
 

SECTION 16.   OTHER INFORMATION 
 
The information in this safety data sheet was obtained from reputable sources and to the best of our knowledge is 
accurate and current at the mentioned date.  Neither CAPLINQ Corporation, nor CAPLINQ Europe BV accept any 
liability arising out of the use of the information provided here or the use, application or processing of the product 
described herein.  
 
Employers should use this information only as a supplement to other information gathered by them, and should 
make independent judgments of suitability of this information to ensure proper use and protect the health and 
safety of employees. This information is furnished without warranty, and any use of the product not in conformance 
with this Material Safety Data Sheet, or in combination with any other product or process, is the responsibility of the 
user. 
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